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SunPilot controller – General overview

1.	 Aux 1: Single speed Filtration Pump

2.	 Aux 2: Single speed Booster Pump

3.	 AC Wire Input  (See Next Page)

4.	 AC 110/220V Selector (See Next Page)

5.	 Service button

6.	 Pool water sensor

7.	 Roof sensor

8.	 Valve #1 Solar system Valve

9.	 Valve #3 & Valve #4 For Spa Isolation Feature

10.	 Solar Return water sensor

11.	 RS-485 Cable to VSF pump

Power specification:

	» 120 VAC, 0.4A 50/60 Hz.

	» 240 VAC, 0.2A 50/60 Hz.
Output
	» (4) X 24 VAC (for valves actuators).

	» (2) X High Voltage isolated contacts 
10 A at 120/240 VAC.

Input 

	» (3) x 10 K Ohm NTC Temperature 
sensors. 

Communication

	» RS-485

1 2 3 4 5 8 976 10 11
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Wiring of a SunPilot controller – AC WIRING DIAGRAM

110V AC WIRING

220V AC WIRING

1.	 Ground screw attachment

2.	Power Wire connector

3.	Set switch to 115V

1.	 Ground screw attachment

2.	Power Wire connector

3.	Set switch to 230V

1

1

3

3

2
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SunPilot controller

Wiring a single speed Filtration pump and a Booster pump (optional) 

AUX-1 and AUX-2 are dry contact relays for 
controlling high voltage devices up to 10 Amp 
per relay.

AUX-2AUX-1

AC power breaker

Booster Pump
(Optional)

Filtration Pump 
(single speed)
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SunPilot controller

Wiring a VSF Pump

The VSF pump is powered directly from the main AC power 
supply. It is controlled Via the RS485 communication cable 
(supplied with the pump).

(-) green wire(+) yellow wire

AC power breaker
VSF Pump

For a complete list of supported VSF pump models, please visit: 
www.magen-ecoenergy.com/sunpilot/

RS-485 
Communication Cable
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Interacting with a Variable speed pump 

Installing Conduit and wire to the enclosure

	» The SunPilot unit communicates with a VSF pump via the RS485 cable. 
However, the user must activate the “VSF PUMP” feature (see page 17)  
in order for the unit to take control of the pump. In this mode the pump’s 
onboard screen and dash will be deactivated.

	» The pump must be turned on before activating it from the app. 
	» Please refer to your pump manufacturer's manual for pump-specific 

instructions on external controller connection.

LOW VOLTAGE SIDEHIGH VOLTAGE SIDE

	» Use No. 14 min to No. 6 max AWG for power relay circuits depending on power 
requirements.

	» Supply circuit must be protected by suitable circuit breaker

For AC input power 
conductors.
½ NPT Conduit

For low voltage conductors 
(temperatures sensors, 
valve actuators, RS485 
communication cable)
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Service button

	» The Service button disables the controller during maintenance, stopping 
the filtration pump to ensure safe servicing. 

	» Press and hold the button to power off the controller; all indicators turn off 
and the filtration pump stops.

	» Press and hold again to restart the controller. 
	» During startup, the indicator turns blue and then green to indicate normal 

operation. All previously configured settings are retained and operation 
resumes automatically.
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Flashing Blue
Initial setup mode. The controller is waiting to connect to a Wi-Fi 
network. 

Solid Blue
The controller is successfully connected to a Wi-Fi network.

Solid Green
Normal operating mode. The controller is connected to the SunPilot app 
and all systems are functioning correctly.

Flashing Red
An ERROR or warning condition has been detected. Open the SunPilot 
app to view the error details and recommended actions.

Flashing Purple
A manufacturer firmware update is in progress. These updates are 
performed remotely by the manufacturer, typically during late-night 
hours, and usually take only a few minutes to complete. No user action 
is required. 
Once the update is finished, the LED will automatically return to solid 
green. 
Note: The controller cannot be operated while a firmware update is in 
progress.

Solid Yellow
The user has entered Manual Diagnostic Mode through the SunPilot app. 
While this mode is active, the controller LED will remain yellow. Once 
Manual Diagnostic Mode is exited, the LED will automatically return to 
solid green.

SunPilot LED Indicators 
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SUNPILOT 
APP SETUP AND OPERATION
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Download links for My SunPilot App

Link to App for IOS:

Link to App for Android:
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Registration

Tap
Let’s get 
started!

Tap
pool owner

Choose to continue 
with your Apple/Google 
account or enter your 
e-mail
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Pairing the controller unit to your phone

The App will need your permission to access your Camera, Bluetooth and 
location for easy pairing. 

Scan your unit QR code or choose 
to enter manually



	Magen eco energy US | 15

Once the unit is paired to you phone, you will need to connect the unit to your 
home WIFI network. Stay in close proximity to the controller unit for this step.

The App is set up and ready to use. See page 17 for operation manual

If a technician has pre installed your 
system, continue to setup your WIFI 
connection.

If you are installing the system by your 
own, the app will ask you to define your 
solar system before continuing
(see next page)
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Installing your own system

When installing the system independently, you will need to define the system 
configuration. Stay in close proximity to the controller unit for this step.

The number and type of 
collectors are required for 
service and maintenance 
purposes

Pool location:
The location of the pool will 
determine the time zone used 
by the pump's schedule.
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Installing your own system

SPA:
If your pool plumbing includes a spa isolation 
bypass and you have two (2) 3-way valves with 
24V AC actuators operating this bypass, you can 
operate them using the controller. In this case, make 
sure to activate this option in the Spa menu

VSF speed setting:
You can change the default speed settings for the 
four (4) programs. This can also be done at any time 
through the App's configuration menu.

VSF – Variable Speed Pump:
The SunPilot controller can control several VSF 
pumps from different brands. 

To access the controller’s full functionality, connect 
the pump’s communication cable to the SunPilot 
controller (see page 7) and select "Yes" from the 
drop-down menu. 

Note: If using a single-speed pump, select 
"No" in this menu.

For a complete list of supported VSF pump models, 
please visit: 
www.mageneco.com/sunpilot-manual
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Installing your own system

Cleaning schedule:
You can set up to four (4) schedules for 
operating your filtration pump. This can 
also be done at any time through the 
App's configuration menu.
Enter a start time, end time and days of 
the week.

Connect the controller to your home WIFI network:
The controller can only connect to a 2.4 GHz Wi-Fi network.
Connect the controller to a 2.4 GHz network and not to a 5 GHz network.
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SUNPILOT CONTROLLER
APP USER GUIDE
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Home screen

Pool desired 
temperature set by 
user - scroll dial up or 
down to change value.

Tap to navigate to 
the Settings screen

Current screen

Notification Tab:
Will appear in red when active 
notifications or system errors 
are present.
Tap here to see notification

Pool current 
temperature
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Setting screen

Controller ID (MAC address)

Tap here to set up the operating schedule of 
the filtering pump. (see page 20)

Filtering schedule will appear here. user can turn 
off and on each schedule or change timing.

Tap here for Advance configuration menu
(see page 22)

Tap here to activate Spa isolation mode
(see page 23)

Tap here to view all temperature sensors 
reading. 

When On – solar system will operate automaticly 
according to temperature difference to maintain 
user’s desired temperature.
When Off – solar system is not active.

Controller WIFI signal quality.
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Filtering pump schedule

The SunPilot controller allows the user to operate the pool filtration pump via the 
app, provided the pump is properly wired and connected to the controller
(as illustrated on page 6-7).

On this screen, the user can configure up to four (4) distinct time slots for 
automatically turning the filtration pump on and off within a 24-hour period, for 
each day of the week.

Set the start time, end time, and select the days of the week on which the 
filtration pump should operate.

Tap to create a schedule
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Filtering pump schedule (continued)

After configuring the schedules, the user can easily enable or disable each one 
through the Settings menu.

Schedule status: 
Set A is on

Schedule status: 
Set B is off
Time is inputed

Schedule status: 
Set C is off 
No Time is inputed yet

Schedule status: 
Set D is off 
No Time is inputed yet
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Advance configuration

Advance configuration (continued)

In this menu, user can access advantaged operating modes:

After configuring the schedules, the user can easily enable or disable each one 
through the Settings menu.

 This mode is on by 
default.
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Advance configuration (continued)

Manual diagnostic allows a technician to 
operate manually all complement of the 
solar system and pump. see page 26

The user can adjust the pump speed for 
each program at any time.

Spa isolation mode

In the advance configuration menu, see the 
“Isolate spa” toggle. When active, valve #3 & #4 
will turn to their On position and divert all water 
from the pump to the Spa and thru the solar 
system when active. When this toggle is off, the 
water will return to circulating the pool water.

If your pool plumbing includes a spa isolation bypass and you have two (2) 
3-way valves with 24V AC actuators operating this bypass, you can operate 
them using the controller. In this case, make sure to activate this option in the 
Spa menu
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Changing system setup

a Spa Isolation system

an outlet temperature sensor for the solar collectors.

a VSF

The system setup can be modified at any time by adding or removing:

Manual diagnostics

The user can enter Manual Diagnostic mode by entering the access code 
1234. Upon entering this mode, the controller status indicator turns yellow, and 
all controller outputs (valves and pumps) are switched off. The user can then 
manually operate each system component and set speed values for the VSF.

Upon exiting Manual Diagnostic mode, the controller status indicator returns to 
green, and all system components resume operation using the same operating 
state and settings that were in effect before entering this mode.



	Magen eco energy US | 27



www.mageneco.com/us


